
MTH-2700
EASYLOAD

THERMAL PRINTER

 « Easyload » Printing Unit
 DIN 96 x 96 case
 58 mm paper width (2 inches)
 Integrated paper reserve of Ø 31 mm

2" THERMAL PRINTING UNIT
IN DIN96x96 CASE

GENERAL CHARACTERISTICSGENERAL CHARACTERISTICS

n Easy load paper system

n Fast printing Up to 50 mm/s with 200 dpi

n Paper feed button and LED indicator on front panel

n DC 5 V, DC 9-40 V or 230 VAC power supply

n Interfaces: RS232C, USB 2.0, RS422/485,
Ethernet (Raw TCP/IP ou Modbus), Parallel, etc...

n Paper-end detection

n Size DIN 96 x 96 – Depth 85 mm

n Print texts, diagrams, graphic curves, bar codes…

n Real time clock in option with automatic adjustment
between winter / summer time

n Download Logo and print it by closing TTL input

n Windows driver
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Clock Option

    Interface [C] : installed
[2] : RS232C [   ] : not installed
[4] : Parallel     Power supply
[6] : USB 2.0 [1] : DC 5V

[2] : 230 VAC
[7] : Ethernet Raw TCP/IP [3] : DC 9V to 40V
[8] : RS-422/RS-485 Reception only or

RS-422 Modbus over Serial Line
[9] : Ethernet Modbus over TCP
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Overall printer dimensions
(in mm)
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DETAILED CHARACTERISTICSDETAILED CHARACTERISTICS
· SMD Technology
· 2 downloadable characters fonts 
· 24 and 42 characters by line 

or others depending of the downloaded fonts
· Interfaces :

· RS232C serial
· Baud: 150, 300, 600, 1200, 9600, 

19k2, 28k8, 38k4, 57k6, 115k2
· Handshake: CTS / Xon-Xoff

· RS422/RS485 : in reception only
or RS422 : « Modbus over Serial line »

· USB 2.0 interface, Printer Class
· Parallel Interface on add-on card
· Ethernet : Raw TCP/IP (Xport module)
· Ethernet : Modbus over TCP (Xport-IAP module)

· Power supply : 5 VDC, 9-40 VDC or 230 VAC
· Standby current : 30 mA
· Printing adjustable current of 0,7 to 6A

· Graphic printing 
(proprietary commands or HP PCL3 emulation)

· Easy curves printing
· Bar codes : Code 39, Codabar, 2/5 interlaced.
· Receive buffer 2Kb
· Reserved Flash memory of 8Kb for logo downloading

which can contain all printer commands : text, 
graphic, curve, date and hour, enrichments, etc...

· Logo download and printing by closing TTL input

· Real time clock which allow to date the tickets
· Possible connection of a rewinder
· Windows 10, 8.1, Seven, XP unsigned  drivers
· CE
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Font 24 char/line
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Head Specifications APS ELM208-HS
Technologiy Thermal line printing
Paper width 58 mm
Number of dots 384 dots/line
Resolution 203 dpi - 8 dots/mm
Number of char./line 24 or 42 according fonts
Printer life 100 x 106 pulses, 50 kms
Size in mm 68 x 22 x 31
Weigth ~ 40 g
Working Temperature 0 - 50 °C

Font 24 char/lineFont 42 char/line

Accessories
Reference Description

MPA-TH-57-31-1 Paper roll, length ~10 m

DKM-243-V RS232 cable for PC. 
Length mini 1m50

DK-USB-AA-1.80 USB cable (A Male-Male)
Length 1m80

DKA-134 Parallel cable, length 2 m
connectors SubD25F/SubD25M

Power Supply :
Phoenix Contact connector

DFK-MSTB 2,5/2-G-5,08
Corresponding plug supplied

MSTB 2,5/2-ST-5,08

Warning: VCC voltage depends of the model 
( DC 5 V or DC 9-40 V 230 VAC)CONNECTIONS – Back of the case

Fixings brackets provided
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